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Requirements

Before beginning installation, review the requirements to make sure you have all the hardware
and software necessary for successful installation of Air Gap.
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Supported Server Operating Systems

You can install the Ivanti Endpoint Security application server (Endpoint Security) on any of the
following operating systems.

o New installations of the Endpoint Security Server are only supported on 64-bit operating
systems.

o Windows Server 2019
« Standard

« Datacenter

o Windows Server 2016
« Standard
« Datacenter
« Windows Server 2012 R2'
. Datacenter?
« Foundation
. Standard?
« Windows Server 2012 R2'
. Datacenter3
« Foundation
« Standard?
« Windows Server 2012
« Datacenter?
« Foundation
« Standard?

Tinitial installation of Endpoint Security on this family of operating systems when Core
mode is enabled is not supported; a GUI is required. However, following installation,
general operation of Endpoint Security while Core mode is enabled is supported. For
more information on enabling and disabling Core mode on Windows 2012 and 2012
R2 servers, see KnowledgeBase Article 1642 (http:// www.lumension.com/kb/1642).
2The Hyper-V edition of this operating system edition is supported, however, the
Microsoft Hyper-V Server 2012 stand-alone edition is not.

3The Hyper-V edition of this operating system edition is supported, however, the
Microsoft Hyper-V Server 2012 stand-alone edition is not.
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Supported Locales and Languages

Ivanti Endpoint Security can be installed only on servers configured to use specific languages and
locales.

o The Endpoint Security installer is available only in English.

Supported Server Locales
« English: United States (en-us)
« English: Australia (en-au)
« English: Belize (en-bz)
« English: India (en-in)
« English: Ireland (en-ie)
« English: Jamaica (en-jm)
o English: New Zealand (en-nz)
« English: Philippines (en-ph)
« English: Singapore (en-sg)
« English: South Africa (en-az)
« English: United Kingdom (en-gb)
« German: Germany (de-de)

o Spanish: Spain (es-es)
Supported Server Languages

If your first language is not English, you can update the Endpoint Security Console with translated text
by choosing one of the following language options within your browser settings:

« English: United States (en-us)

« French: France (fr-fr)

o German: Germany (de-de)

« Spanish: Spain (es-es)
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Supported Database Servers

Ivanti Endpoint Security requires an instance of Microsoft SQL Server to store its data. You can either
install this database server on the same server as your Endpoint Security application, or your can
install the database on a server that's remote from Endpoint Security.

o SQL Server 2019 (64- and 32-bit)
« Enterprise
o Express
« Standard

o SQL Server 2017 (64- and 32-bit)
o Enterprise
o Express
« Standard

o SQL Server 2016 (64- and 32-bit)
« Enterprise
o Express
« Standard
o SQL Server 2014 and later (64- and 32-bit)
« Business Intelligence
o Enterprise
o Express
« Standard
o SQL Server 2012 and later (64- and 32-bit)
o Enterprise
o Express
« Standard

Ivanti recommends:

o o using the latest service pack available for your SQL Server install
o using a 64-bit database
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Required Database Settings

When installing a SQL Server database for use with Endpoint Security, the database requires specific
settings and tools.

Feature Selection

oo

Feature Selection

SQL Server 2014 Setup

Select the Standard features to install.

Product Key Features: Feature description:
License Terms The canfiguration and operation of each instance feature | ~
Global Rules Database Engine Services of 2 SOL Server instance is isolated from other SOL Server
Microsoft Update SOL Server Replication instances. SQL Server instances can operate side-by-side
Product Updates Full-Text and Semantic Extractions for Search on the same computer.
i} Data Quality Services
Install Setup Files [ Analysis Services
Install Rules Reperting Services - Native
Setup Role Shared Features
Feature Selection [[] Reporting Services - SharePoint ~
B [[] Reporting Services Add-in for SharePoint Products e e
["] Data Quality Client
Instance Configuration [] Client Tools Connectivity Already installed:
Server Configuration [ Integration Services - Windows PowerShell 2.0
Database Engine Configuration (] Client Tools Backwards Compatibility Microsaft NET Framework 3.5
e R [ Client Tools SDK Microsoft Visual Studio 2010 Redistributables
eporting Senvices Configuration
porting 9 [ Documentation Components - Microsoft .NET Framework 4.0
Feature Configuration Rules Management Toals - Basic To be installed from media:
Ready to Install Manzgement Tools - Complete - Microsoft Visual Studio 2010 Shell
Installation Progress [ Distributed Replay Controller
Distributed Replay Client
Complete play
[] 5QL Client Connectivity SDK Disk Space Requirements
Redistributable Features
Drive C: 3499 MB required, 34692 MB available ~
v
Select All Unselect Al
Instance root directory: [CAPragram Files\Microsoft SQL Serverl =]
Shared feature directory: [c\Program Files\Microsoft SQL Server\ | E
Shared feature directory (xB6); | C/\Program Files (x26)\Microsoft SQL Servert | E

<Back H Next > H Erd H Help

While completing SQL Server Setup, select the following features from the Feature Selection page.

Instance Features

« Database Engine Services

SQL Server Replication

Full-text and Semantic Extractions for Search

Data Quality Services

« Reporting Service - Native (Optional-this feature is used for lvanti Reporting Services)

Shared Features

« Management Tools - Basic

« Management Tools - Complete

ivanti
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Server Configuration

While completing SQL Server Setup, make sure the following settings are in place while configuring
the Server Configuration page.

Collation

i SQL Server 2014 Setup == -

Server Configuration

Specify the service accounts and collation configuration.

Global Rules
Microsoft Update

Collation

Product Updates 2l

Install Setup Files [sat_tatin1_General_cP1_ciLas | | Customize..
Install Rules Latin1-General, case-insensitive, accent-sensitive, kanatype-insensitive, width-

Installstion Type insensitive for Unicade Data, SOL Server Sort Order 52 on Code Page 1252 for non-

Product Key Unicode Dats

License Terms

Setup Role

Feature Selection

Feature Rules

Instance Configuration

Server Configuration
Database Engine Configuration
Festure Configuration Rules
Ready to Install

Installation Progress

Complete

‘ < Back H Next > || Cancel H Help ‘

Endpoint Security supports the following database engine collations:
o SQL _Latin1_General_CP1_AS
o Latin1_General_CI_AS

Remote Database Requirements

If you're installing your Endpoint Security database on a server that's remote from your Endpoint
Security application server, make sure that your database allows remote connections.

You can verify this setting by opening Microsoft SQL Server Management Studio and viewing the
database instance Server Properties.
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Database Settings

2 Pemmissions

Connection

Server:
localhost

Connection:
AZ-TP-WIN2012-2\Administrator

i? View connection properties

Progress
Ready

5 Serpt [ Help

Connections

Meximum number of concument connections {0 = unlimited):
U
[] Use query govemor to prevent longunning queries

Default connection options:

[] implicit transactions
[ eursor close on commit
[] ansi wamings

[] ansi padding

[] ANSI NULLS

[ arithmetic: abort

Remote server connections

[¥] Allow remote connections to this server

Remote query timeout {in seconds, 0 = no timeout):

["] Require distributed transactions for serverto-server communication

@ Configured values ) Running values

ivanti
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Supported Web Browsers

Following The lvanti Endpoint Security Server installation, you can view the Endpoint Security Console
in one of the following web browsers:

o Google Chrome 53 and higher
« Microsoft Edge EdgeHTML 14 and higher

Google Chrome and Microsoft Edge are currently incompatible with the following
Endpoint Security features:

o « Patch and Remediation Patch Package Editor
« Device Control Media Hasher

« lIvantilnstallation Manager

« Microsoft Internet Explorer 9 and higher

o Mozilla Firefox Extended Support Release 31 and higher

There are a couple caveats related to web browsers:

o o Microsoft Silverlight 5.1.30214.0 is also required to use lvanti Installation Manager.

» Due to the accelerated release cycle of Mozilla Firefox Rapid Release, support cannot
be guaranteed.
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Air Gap Software Requirements

Setting up Ivanti Endpoint Security in an air gap network requires additional software created
specifically for air gap.

The Air Gap Toolkit

This toolkit includes several tools, utilities, and scripts needed to configure and maintain an Endpoint
Security Server that's disconnected from the Internet.

The Air Gap Toolkit includes:

o Air Gap Hotfix

« Air Gap License Tool
o AirGaplicenseTool.exe
o AirGaplicenseToolUl.exe

o ImportEndpointManifest.exe

o A couple of scripts that configure your Endpoint Security Server running in the air gap network:
o AirGapScript.sql
« Dependencies.sql

« lvanti Content Wizard: this tool includes two installable components:
o A server installer (ICWServer.msi)
o A client installer (ICWClient.msi)
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Other Software Requirements

Ivanti Endpoint Security has a few other software requirements, but you don't need to take any action
for these-the Endpoint Security installer will install them for you.

Other software requirements include:

o Microsoft NET Framework 4.6.7

o Microsoft Internet Information Services 7.0 or later

o Microsoft Silverlight 5.1.30214.0

o Microsoft Visual C++ 2015 Redistributable Package (both 64- and 32-bit required)

o Microsoft Visual C++ 2012 Update 4 Redistributable Package (both 64- and 32-bit required)

o Microsoft Windows Installer

Attention Air Gap customers: Windows Server 2012 (or 2012 R2) requires an Internet

o connection to install these requirements. We recommend connecting your Air Gap Client to
the Internet during Endpoint Security installation only for installation of these requirements.
Disconnect the server again once they're installed.

Additionally, the Endpoint Security installer turns on a few services and protocols:

« Network Discovery Windows Services. This service is used to discover computers and devices in
your network following installation.

« DNSClient
« Function Discovery Resource Publication

« SSDP Discovery

o UPnP Device Host
o Transport Layer Security (TLS). This protocol encrypts communication between the Endpoint
Security Server and the Endpoint Security Agent.
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Air Gap Checklist

Before you begin, make sure you have the following materials on hand:

Hardware

o A dedicated server that's connected to the Internet. This server will function as your Endpoint
Security Air Gap Provider.

o One (or more) dedicated server running in your air gap network. This server will function as
your Endpoint Security Air Gap Client(s).

« 1TB of open disk space on both the Air Gap Provider and Air Gap Client.

o 1TB USB thumb drive. This portable media is used to move software across the air gap.

As a security best-practice, format the thumb drive to remove any software already on
the drive.

Microsoft Software

o Microsoft SQL Server (more information available at Microsoft Developer Network)

Ivanti Software

Download the following software from the Ivanti Download page.

o The Endpoint Security Installer

o The Air Gap Toolkit

After you download the software listed above, move it to your USB thumb drive. You'll
be using the software on both the Air Gap Provider and the Air Gap Client.

- - | Page 14 of 44
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Air Gap Installation

Using Endpoint Security in an air gap network requires that you setup two Endpoint Security Servers:

« An Air Gap Provider, which is an Endpoint Security Server that's connected to the Internet. This
server is responsible for downloading Endpoint Security patch content and AntiVirus
definitions.

« An Air Gap Client, which is an Endpoint Security Server that's disconnected from the Internet.
This server is responsible for distributing the patch content and antivirus definitions that your
Provider downloads to endpoints in your air gap network.

This chapter will walk you through installation and configuration of both the Air Gap Provider and the
Air Gap Client.
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Air Gap Provider Installation Overview

Installing Endpoint Security in an air gap environment is a multi-stage process that requires careful
attention to detail.

Each procedure listed below is performed from the server you've selected to be your Air Gap Provider.
Review this list to form a basic understanding of each procedure you'll perform (there will be a similar
topic later that provides an overview for the Air Gap Client).

o Before you start, review the "Air Gap Checklist" on page 14. Make sure you have all the
materials you'll need.

1. "Installing the Air Gap Provider" on the next page

Install Endpoint Security on a server that's connected to the Internet. This server will become
your Air Gap Provider, which is the server that downloads Endpoint Security patch content and
antivirus definitions.

2. "Exporting an Air Gap License File" on page 1

Use the License Tool included in the Air Gap Toolkit to export your Endpoint Security security
license from your Provider. When setting up your Client later, you'll need this license.
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Installing the Air Gap Provider

Install Endpoint Security on a server that's connected to the Internet. This server will become your Air
Gap Provider, which is the server that downloads Endpoint Security patch content and antivirus
definitions.

Internet-Connected Network

Install Endpoint Security

=)

Air Gap Provider
(Internet-Connected Server)

To Install the Air Gap Provider

—_

Log on to the dedicated server that you'll use as your Air Gap Provider.
2. Connect the USB thumb drive containing the software you downloaded from the Ivanti

Download Page. Copy the Endpoint Security Installer and Air Gap Toolkit onto the server.

3. Browse to the Endpoint Security Installer (lvanti Endpoint Security.msi) and open it. Begin
completing the wizard.

Complete instructions for installation of Endpoint Security are outside the scope of this
document. For complete instructions, refer to the Endpoint Security Server Install
Guide available at Product Documentation.
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4. Stop when you reach the Installation Ready page.

Installation Ready

1
Ivanti Endpoint Security Installer is now ready to ivanti

beqin the installation.

You are about to install Ivanti Endpaint Security:

Installation location: C:\Program Filer are\EMSSY

Content storage location: C:\Pro- “ware\EMSS\Content!,
SQL Server: AZ-TP-WIN2012-2

Use 55L: No

Default server identity: AZ-TP-

Proxy required: No \—/

[w] Automatically include all licensed modules and updates during installation.

Click install to begin the installation.
Installshield

5. Make sure the Automatically include all licensed modules and updates during installation
option is selected.

This option installs all the modules that you'll bring over the air gap.

Installation Ready

b
Ivanti Endpoint Security Installer is now ready to ivantl

begin the installation.

You are about to install Ivanti Endpoint Security:

Installation location: C:\Program Files (x86)\HEAT Software\EMSS),

Content storage location: C:\Program Files (x88)\HEAT Software\EMSS\Content?,
SOL Server: AZ-TP-WIN2012-2

Use S5L: Mo

Default server identity: AZ-TP-WIN2012-2

Proxy required: No

[w] Automatically indude all licensed modules and updates during insizllaﬁon.j

Click install to begin the installation.
InstallShield

6. Click Install to proceed with the installation.

Wait for the install to complete. The process takes approximately 10 minutes.

Continue to "Exporting an Air Gap License File" on page 1.
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Air Gap Client Installation Overview

Review this list to form a basic understanding of each procedure you'll perform while setting up the
Air Gap Client.

Before you start, review the "Air Gap Checklist" on page 14. Make sure you have all the
materials you'll need.

T.

"Installing the Air Gap Client” on the next page
Install Endpoint Security on a server that's in your air gap network (in other words, a server that's
disconnected from the Internet). This is the server that you'll use to deploy patch content and

antivirus definitions to endpoints in the air gap network.
"Configuring the Air Gap Client" on page 24
Configure the Air Gap Client so that it's aware of the Air Gap environment. You'll complete this

action by running a couple of scripts in Microsoft SQL Server Management Studio.

"Importing an Air Gap License File" on page 28
Import a license from Ivanti using the Ivanti Air Gap License Tool. The Air Gap Client needs to

import a license since it can't download one from the Internet.

“Installing Your Endpoint Security Modules" on page 31

Because you can't download Endpoint Security Modules from your Air Gap Client, we provide
them to you enclosed in the Air Gap Hotfix. Transfer Endpoint Security Modules to your Air Gap
Client using the Hotfix, and then use Installation Manager to install them.

"Activating the Endpoint Security Agent Installers" on page 35

Because (once again) your Air Gap Client can't access the Internet, the Client cannot download an
agent manifest, which is a file that lists the different versions of the Endpoint Security Agent
authorized to connect to the Air Gap Client. Use our utility to import the Endpoint Security Agent
Manifest on your Air Gap Client.

ivanti
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Installing the Air Gap Client

Install Endpoint Security on a server that's in your air gap network (in other words, a server that's
disconnected from the Internet). This is the server that you'll use to deploy patch content and
antivirus definitions to endpoints in the air gap network.

Internet-Connected Network Air Gap Network
Install Endpoint
Security
Air Gap Provider Air Gap Client Endpoints
(Internet-Connected Server) (Disconnected Server)

The Air Gap Client is an Endpoint Security Server that is disconnected from the Internet. This is the
server that keeps your air gapped endpoints up to date with the latest Endpoint Security patches and
antivirus definitions.

To Install the Air Gap Client
1. Log on to the dedicated server that you'll use as your Air Gap Client.
2. Before beginning installation, make sure that the Air Gap Client server is disconnected from the

Internet.
The installer tries to access the Internet to do a few things, and since you're installing in an air

gap environment, you should prevent this attempt.

3. Connect the USB thumb drive containing the software you downloaded from the Ivanti
Download Page. Copy the Endpoint Security Installer and Air Gap Toolkit onto the server.

Page 20 of 44
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4. Browse to the Endpoint Security Installer (lvanti Endpoint Security.msi) and open it. Begin
completing the wizard.

« Complete instructions for installation of Endpoint Security are outside the scope of this
document. For complete instructions, refer to the Ivanti Endpoint Security Server Install

Guide available at https://help.ivanti.com.

« Ifyou receive the following error during prerequisite installation, refer to
"Troubleshooting" on page 37:

Unable to install the ASP.MET Feature, Please close the application and
manually install the ASP.MET Features through the Server Manager

Consale,

5. Stop when you reach the Installation Ready page.

Installation Ready a m
Ivanti Endpoint Security Installer is now ready to t
begin the installation. lvan l

Installshield

You are about to install Ivanti Endpaint Security:

Installation location: C:\Program Filer are\EMSSY

Content storage location: C:\Pror “ware\EMSS\Content!,
SQL Server: AZ-TP-WIN2012-2

Use S5L: Mo

Default server identity: AZ-TP-

Proxy reguired: No

[w] Automatically incude all licensed modules and updates during installation.

Click install to begin the installation.

ivanti
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6. Fromthe Installation Ready page, deselect the Automatically include all licensed modules
and updates during installation option. This option tries to connect to the Internet.

5. Ivanti Endpoint Security - InstallShield Wizard -
Installation Ready a o
Ivanti Endpaoint Security Installer is now ready to
begin the installation. I vant I

You are about to install Ivanti Endpoint Security:

Installation location: C:\Program Files (x86)\HEAT Software\EMSS),

Content storage location: C:\Program Files (x88)\HEAT Software\EMSS\Content?,
SOL Server: AZ-TP-WIN2012-2

Use S5L: Mo

Default server identity: AZ-TP-WIN2012-2

Proxy required: No

utomatically include all licensed modules and updates during installation.

Click install to begin the installation.
InstallShield

| < Back || Install | | Cancel

7. Click Install to proceed with the installation.

8. When installation completes, don't select Launch Air Gap. Just click Finish to complete
installation without logging in.

If you try to log in to Endpoint Security when the install completes, it attempts to replicate with
the Global Subscription Service (again, we don't want the server trying to access the Internet).

5 Ivanti Endpoint Security - InstallShield Wizard -

Installation Complete

Ivanti Endpoint Security has been installed on your computer,

®aunch Ivanti Endpoint Security

The Endpoint Security Server is now installed on the Air Gap Client.
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Proceed to "Configuring the Air Gap Client" on the next page.
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Configuring the Air Gap Client

Configure the Air Gap Client so that it's aware of the Air Gap environment. You'll complete this action
by running a couple of scripts in Microsoft SQL Server Management Studio.

Internet-Connected Network Air Gap Network

Configure Endpoint

Security
Air Gap Provider Air Gap Client I Endpoints J
(Internet-Connected Server) (Disconnected Server)

You can configure the Air Gap Client to be aware of the air gap environment by running scripts that

areincluded in the Toolkit. These scripts deactivate replication and prepare the client to handle
Endpoint Security patch content.

To Configure the Air Gap Client

1. Fromyour Air Gap Client, browse to USB thumb drive containing the Air Gap Toolkit. Navigate

to Ivanti AirGap Toolkit 8.5.0.40\Tools\SQL.

- - | Page 24 of 44
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2. Run the following two scripts using SQL Server Management Studio:

o AirGapScript.sql

o Dependencies.sql

o Don't have SQL Server Management Studio installed? You can run the scripts without
it. See "Configuring the Client from the Command Prompt" on page 40.

Use the following substeps for a walk-through of how to run them.
1. Double-click AirGapScript.sql.
2. When prompted, connect to the Endpoint Security database for the Air Gap Client.

In our example below, the Endpoint Security database is on the local host. You'll need to
adjust the server name if it's on another server in your air gapped network.

Microsoft SQL Server 2014

Server type: | Database Engine
Server name: |
Authentication: | Windows Authentication
Uzer name: |ﬂ.Z-TF‘-WIN2ﬂ12—2"-..ﬁJ:Iministmtur

Passward: |

[ ] Remember password

AirGapScript.sql opens in SQL Server Management Studio.
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3. Double click Dependencies.sql as well.

Dependencies.sql opens in SQL Server Management
are open.

Studio on a new tab. Both scripts

Ll View Query Project Debug Tools Window Help

)5 i | I Newuey (BB IS & A9 - o - E-5 ]

;f||r'naster v|| ¥ Execute P Debug ¥ o 35 =l | 77 iy
xplorer > X AirGapScript.sql - L.\Administrator (63)) > QSR EEX RN T E LT R )]
H- 3 3w T (F] 3 SET QUOTED_IDENTIFIER ON;
]
localhost (SQL Server 12.0.2000 - AZ-TP| SET ANST PADDING ON:
| 1 Databases G0 -
[ Security SET ANSI_NULLS ON;
| 1 Server Objects G0
| 1 Replication SET ANSI_WARNINGS ON;
-3 AlwaysOn High Availability GO
3 Management SET ARITHABORT ON;
| 1 Integration Services Catalogs 60
SET COMCAT_NULL_YIELDS NULL ON;
| SOL Server Agent o - - -

AirGapScript.sql - localhostmaster (AZ-TP-W|

QEn| =2

ivanti
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3. Execute both AirGapScript.sql and Dependencies.sql. Click Execute after selecting each tab.

Ua e AirG;
File Edit WView Cuery Project Debug Tools Window Help

P i S | S NewQuery [3 0B pf P | % a9 - - S5 [
: a4 | pLus -1 scute | B Debug = v iy g |57 s

Object Explorer * 0 x Ex : (i:ﬁj gl - L.\Administrator (B3)) <
ECuUte
Connect~ 3 3 m 7 [#] .5 ——JOTED_IDENTIFIER ON;

rars

E

— G0
=) localhost L5 12.0.2000 - AZ-TP

| localhost (SOL Server SET ANSI PADDING ON:

[+ [ Databases 60 -

[ [ Security SET ANSI_NULLS ON:

+ [ Server Objects G0

+ [ Replication SET ANSI_WARMINGS OMN;

# [ AlwaysOn High Availability G0

£ C3 Management SET ARITHABORT ON;

+ [ Integraticn Services Catalogs Go
SET CONCAT NULL ¥YIELDS MULL ON;

d’_ﬁ) SCL Server Agent Gd - - -

SET MUMERIC_ROUNDABORT OFF;
G0

The scripts are executed. To make sure that each script completed successfully, check the
bottom of the main pane.

(@ row(s) affected)

(@ row(s) affected)

o7
o o

‘ @ Query executed successfully.

4. Close SQL Server Management Studio. You're done.

Proceed to "Importing an Air Gap License File" on the next page.

Page 27 of 44

ivanti



Ivanti Endpoint Security: Air Gap Install Guide

Importing an Air Gap License File

Import a license from Ivanti using the lvanti Air Gap License Tool. The Air Gap Client needs to import a
license since it can’t download one from the Internet.

Internet-Connected Network Air Gap Network

Import license

®EEE;|E;|

Air Gap Provider Air Gap Client
(Internet-Connected Server) (Disconnected Server) Endpomts

To Import an Air Gap License File

1. On your Air Gap Client, connect the USB thumb drive and browse to it. Navigate to Ivanti
AirGap Toolkit 8.5.0.40\Software.
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2. Double-click the Air Gap License Tool (AirGapLicenseToolUl.exe).

The Air Gap License Tool opens.

| Ivanti Air Gap License Tool I;Ii-

AZ-TP-WINZ2012-2\Administrator

Air Gap License Tool

Revision 62

Option:
[Select One A
Status Log A

Senal number: @

- Load process complete.
+ Checking compatibility..
Core Version found on server: 8.5.0.184

This application is compatible with the server.

- Compatibility check complete.
- Initialization complete.

Ready to process.

0% Complete

3. Fromthe Option drop-down, select Import License.

Option:

[Import License -

Select One

Preview License

Export License Backup
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4. Click the Browse button and navigate to license file on your USB thumb drive.

Option:
[Impu:urt License vl

License file to import:

| ChUsersvAdrministrator Desktoph, |

5. Click Import. Then click Yes to proceed with the import.

After the import completes, click View Licenses to see the outcome.

L Ivanti Air Gap License Tool -
Import Successful
The import operation completed successfully. Click the View License button
or check your Product Licensing page to verify the new license values. Click
OK to continue.
J | Ivanti Air Gap License Tool =]
M Product Licensing
"
Name Purchase Date Effective Date Expiration Date Purchased
vant Antivirus AN2017 11:0000 PV 47172017 1100:00PM 4/11/2019 17:0000 PM 25
Ivanti Application Contral ~ 4/11/2017 11:00:00PM  4/11/2017 11:0000 PM  4/11/2019 110000 PM 25
lvanti Device Control 4£11/2017 11:00:00 PM  4/11/2077 11:00:00 PM  4/11/2019 11:00:00 PM 25

Ivanti Patch and Remedi..  4/11/2017 11:00:00 PM  4/11/2017 11:0000 PM  4/11/2019 11:0000 PM 25

o Click a product name to display the Total Purchased (non-expired) licenses.

o Expired licenses display as italicized text.

« Toggle the Show expired licenses option to hide or display expired licenses.
6. Click OK.

Before closing the Air Gap License Tool, we recommend selecting Export from the Option drop-
down to create a backup license file.

7. Close the Air Gap License Tool.

Your Air Gap Client is updated with licenses. We recommend opening the Endpoint Security Console
and selecting Help > Product Licensing to verify that your license is correct.

Proceed to "Installing Your Endpoint Security Modules" on the next page.
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Installing Your Endpoint Security Modules

Because you can't download Endpoint Security Modules from your Air Gap Client, we provide them to
you enclosed in the Air Gap Hotfix. Transfer Endpoint Security Modules to your Air Gap Client using
the Hotfix, and then use Installation Manager to install them.

Internet-Connected Network Air Gap Network

Install Endpoint
Security Modules

o Bl I

Air Gap Provider Air Gap Client

(Internet-Connected Server) (Disconnected Server) Endpomts

Because your Client doesn’t have an Internet connection, Ivanti provides a specialized utility: the Air
Gap Hotfix. Use this utility to install the latest Endpoint Security Modules on your Air Gap Client.

To Install Your Endpoint Security Modules
1. From your Air Gap Client, browse to your USB thumb drive. Navigate to HEAT AirGap Toolkit
8.5.0.40\Tools\Pre-Regs.

2. Open Air Gap Hotfix.exe.
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3. Click Install to begin.

The Hotfix takes a couple minutes to complete.

ivanti Hotfix Utility

Hotfix Tools
lvanti 8.5 Update 2 Air Gap Files

Boic
Revis

View

won i

Issues addressed in this Hotfix (1):
D Description

53235 Air Gap Upgrade Files for 8.5 Update 2

Status Log
This hotfix is applicable
- Applicability check complete,
+ Checking for installed revisions...
- Revision check complete,
- Initialization complete.

Ready to Install.

0% Complete

a1 Ivanti 8.5 Update 2 Air Gap Files

View Install Log... m

TETHYS2K12-001VAdministrator

~

4. After the Hotfix finishes, click Finish.

ivanti
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5. Loginto the Endpoint Security Console.

. =1
ivanti Endpoint Security..........e.

Home Discover Review [NELELTS Reports Tools Help
Refresh dashboard widgets to see the latest results. Refresh all Print.. Configure dashboard settings...

Administrator | Log Out

Fﬂ Agent Status

[®1 Server Information — % || =) Discovery Scan Results: Agents

Company : ivanti
Serial number : Ne results faund No data available

(2) 131y wayshs

License replication : 100%

System replication : 0%

Product Licenses:

Available

Product Module Pending

No records to display.

o a Server Name: A7-TP-WIN2012-2
Iva ntl Date & Time 4/20/2017 11:30:15 AM

6. Fromthe Navigation Menu, select Tools > Launch Installation Manager.

Toals

sers and Rales

Change My Password...

Download Agent Installer...

Launch Installation Manager...

Subscription Updates
Wake on LAM
Email Motifications

Options
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7. Complete Installation Manager’s self update.

Installation Manager requires a reboot and a few other actions to update itself. Complete the
reboot as prompted, and then log back into Endpoint Security and Installation Manager after
the reboot completes. Then finish the installation by clicking through the prompts.

o Having problems here? See "Troubleshooting” on page 37.

8. Select the modules you want to use in your air gap environment. Then click Install. Answer each
prompt to complete the install.

ivanti' F® Installation Manager

[l POweErad by Heat

Home Tools Help

The components below are available for install/update with the Ivanti Endpoint Security. Select a Suite and one or more of the correspending components to
install and/or update.

Mew/Update Components | Existing Components

| »

| | Suite Version Release Date

(*) | Suite 8.5.0.148 4/20/2017

11 ‘ Component | Version | Type ‘ Description Dependencies Download Size

[¥] Patch and Remediation 8.5.0.17%9 Module  Provides rapid, accurate and secure 0.07 MB
patch management for applications and
operating systems, allowing you to
proactively manage threats and IT risk
even in the most complex of IT
environments,

] Remote Systems 8.5.0.172 Platform Provides administrators with a simple 0.46 MB
| | Management way to remotely manage endpoints
from the server console using standard
administrative tools, such as M5
Windows Remote Desktop, PING,
NSLOOKUP, etc.

] n Wake on LAN 8.5.0.179 Platform Allows organizations to eliminate 0.18 MB
operational and security blind-spots by
waking up powered-down systems and
effectively patch distributed endpoints.

m ﬁ AntiVirus 8.5.0.177 Module  Protects against malware via signature- 10.65 MB
matching capabilities as well as
proactive behavioral analysis
technologies.

] -1 Application Control 8.5.0.171 Module  Prevents unwanted or dangerous 3.35 MB
programs from executing via basic
snapshot, application whitelist and Trust =

Download Only...l l Install ] l Close

o Don't ignore the database backup recommendation :)

Module installation is complete!

Proceed to "Activating the Endpoint Security Agent Installers” on the next page.
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ActivatingtheEndpointSecurityAgentinstallers

Because (once again) your Air Gap Client can't access the Internet, the Client cannot download an
agent manifest, which is a file that lists the different versions of the Endpoint Security Agent
authorized to connect to the Air Gap Client. Use our utility to import the Endpoint Security Agent
Manifest on your Air Gap Client.

Internet-Connected Network Air Gap Network

Activate
Agent installers

o ol O I

Air Gap Provider Air Gap Client
(Internet-Connected Server) (Disconnected Server) Endpomts

The Air Gap Provider keeps track of all the Endpoint Security Agent versions that are allowed to be
installed on your endpoints in a document called the Agent Manifest. Usually, the Endpoint Security
Server obtains this document from the Global Subscription Service. However, since your client can't
connect to the Internet, you have to update this manifest using a utility, ImportEndpointManifest.exe.

To Activate The Endpoint Security Agent Installers
1. Open a command prompt.
2. Change directories to the Software folder in the Air Gap Toolkit. Navigate to the following path

within the toolkit:
HEAT AirGap Toolkit 8.5.0.40\Software
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3. Enter the following command:

ImportEndpointManifest.exe

Administrator; C\Windows'\system32\cmd.exe

sUserssAdninistratorsDesktop HEAT AirGap Toolkit 8.5%.1.51%Software>ImportEndpo
intManifests.exe_

ImportEndpointManifest.exe runs in a command line window. When it completes, that's it!

H6 ~H2.-2817
A6 82,2817
A6 8272817
A6 8272817
A6 8272817
A6 82,2817
A6 8272817

A6 8272817
A6 8272817
06 82,2817
06 82,2817
06 82,2817
06 82,2817
A6 82,2817
A6 8272817
A6 8272817
A6 8272817
A6 0272817
A6 8272817
A6 8272817
A6 8272817
A6 8272817

Administrator: CAWindows\system32\cmd.exe

18:27:16:1648
18:27:16:177
18:27:16:287
18:27:16:957
18:27:16:957
18:27:16:957
18:27:16:957

18:27:16:957
18:27:16:957
18:27:20:778
18:27:20:778
18:27:20:778
18:27:20:778
18:27:20:778
18:27:20:778
18:27:20:778
18:27:20:778
18:27:20:794
18:27:20:7%4
18:27:20:7%4
18:27:20:7%4

tsUseprssAdministratorsDesktopsHEAT AirGa

BE |

Creating temporary App.Config...

Configuration complete.

Refrezhing 05 Dependencies...

05 Dependency refreszsh complete.

Collecting manifests from database...

Manifest collection complete.

>»> Ho existing manifests were found in the database.

Processing EndpointComponents...

[Invoke Processingl
EndpointComponents processing complete.
Refrezshing manifest data from the database...
MHanifest collection complete.
»2»» New manifests added (33>

UM—Manifest._xml
EPS—VUista—-x86—Manifest.xml
fest.xml

Removing temporary App i .
Removing temporary LM.Logging.config...
Cleanup complete.

18:27:28:7%4 :: Operation completed

Toolkit B.5.1.51“8oftware>

Your air gap servers are installed and configured. You're ready to start using Endpoint Security in your

air gap environment.

ivanti
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Appendix

This appendix contains reference information for edge-case scenarios and troubleshooting related to
your air gap Endpoint Security installation.

Troubleshooting

There are a few parts during air gap configuration that are prone to trouble. Hopefully this help topic
can get you through them:)

When | open Installation Manager after a reboot, | experience a ‘404" error.

Cause: If you open Installation Manager quickly after a reboot, the Installation Manager service may
not have restarted yet. Thus, you may experience a ‘404" error.

Solution: If this happens to you, close Installation Manager, wait a few moments, and then reopen
Installation Manager. The problem should be solved.

When | try to open Installation Manager, it hangs at 100%
Cause: You may be using an outdated version of Microsoft Silverlight.

Solution: Depending on the server that you're upgrading, you can solve this one of two ways:

« Ifyou're upgrading your Air Gap Provider, head to the Microsoft Silverlight Website and install
the latest version.

« Ifyou're upgrading your Air Gap Client, you'll need to upgrade Silverlight a different way since
you don't have an Internet connection. Luckily, we've packaged the Silverlight installer in the Air
Gap Toolkit. Using Windows Explorer, navigate to the Air Gap Toolkit folder. Run the Silverlight
installer that's in lvanti AirGap Toolkit 8.5.0.40\Tools\Pre-Regs.

After you've upgraded Silverlight, completely close your browser, and then reopen it and browse to
Installation Manager again. You should no longer hang at 100%.

When | begin Endpoint Security installation on the Air Gap Client, | experience an error related to ASP.NET

Error -

. h Unable to install the ASP.MET Feature. Please close the application and
' manually install the A5P.MET Features through the Server Manager
Console,

0K
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Cause: If you are installing Endpoint Security on Windows Server 2012 or 2012 R2, you experience this
error because Windows cannot access the Internet to turn on Internet Information Servers and other
features used for Endpoint Security (such as ASP.NET).

Solution: Temporarily connect the Air Gap Client to the Internet only for installation of the Endpoint
Security prerequisites. Immediately disconnect the server when prerequisite installation complete.

When | try to install ICW Server, | receive a .NET Framework error

The following feature couldn't be installed:

NET Framework 3.5 {includes MET 2.0 and 3.00

Windows Server roles and features cannot be automatically installed or uninstalled via the
Windows Features Control Panel.

To install Windows Server roles and features, start Server Manager, or use the Server Manager
cmdlets for Windows PowerShell, For more information, see:

Server Manager Helg

Cause: .NET Framework 3.5 is not installed.

Solution:
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1. Open Server Manager and select Manage > Add Roles and Features.

[ Server Manager -] -

Manage Tools View
Add Roles and Features

—) SERVERS Remove Roles and Features

IE2 Dashboard m All servers | 1 total o
envers

-I Local Server Filter Je! I:E} . Create Server Group
HE All Servers Server Manager Properties
WE File and Storage Services b Server Name IPvd Address  Manageability Last Updsa

1}
@
[

AZ-TP-WIN2012-1 10.19.0.69 Online - Perfformance counters not started  5/26/2011

£ n »

EVENTS

All events | 0 total TASKS = o
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2. Click through the Add Roles and Features Wizard until you get to the Features tab. Select the
.NET Framework 3.5 Features check box, and then finish the wizard. Close Server Manager
and retry ICW Server installation when you're done.

= Add Roles and Features Wizard = | =] -

DESTIMATION SERVER

S@|€Ct fea’[u res AZ-TP-WIN2012-1

Before You Begin Select one or more features to install on the selected server,

Installation Type Features Description

:'D e Emrrr— gl | MET Framework 3.5 combines the

Seryer Boles T - power of the .NET Framework 2.0
b IMTNET Framewor atures (Installed | ] APls with new technelogies for
PO Background Intelligent Transfer Service (BITS) |E| building applications that offer
Confirmation [ BitLocker Drive Encryption appealing user :nterfaces_. lprote.ct
your customers' personal identity
[] BitLocker Network Unlock information, enable seamless and
[] BranchCache secure communication, and provide
[] Client for NFS the ability to model a range of
o business processes.
[[] Data Center Bridging
[] Enhanced Storage
[] Failover Clustering

Server Selection

[] Group Policy Management

[ Ink and Handwriting Services

[] Internet Printing Client

[] IP Address Management (IPAM) Server

Tin R, W

[< !' i >

| < Previous | | Mext = Install

Configuring the Client from the Command Prompt

If you don't have SQL Server Management Studio installed on your Air Gap Client, you can still run the
scripts included in Air Gap Toolkit. To run the scripts, open a command prompt and use the OSQL
command that included in your base SQL installation.

To Configure the Air Gap Client from the Command Prompt

1. _?pelﬂ_? command prompt and change directories to the SQL folder included in the Air Gap
oolkit:

HEAT AirGap Toolkit 8.5.0.40\Tools\SQL
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o] Administrator; Command Prompt M

icrosoft Windows [Uerszion 6.2.92081
(cY» 2012 Microsoft Corporation. All rights reserved.

sUzerssAdministrator>ed "Desktop™HEAT AirGap Toolkit 8.3.8.12Tools>~5QL"

sUserssAdministratorsDesktopsHEAT AirGap Toolkit 8.3 .68.12°\Tools~SQL¥_

2. Enter one of the following commands to run the script that deactivates replication:

o Windows Authentication: osql -E -S .\databaseInstanceName -i
AirgapScript.sqgl

o SQL Authentication: osgql -S .\databaseInstanceName -i AirgapScript.sql
-U sa

For SQL Authentication, enter your sa password when prompted.

sUserssAdministratorsDesktop“HEAT AirGap Toolkit 8.3.8.125Tools“5QL>osgl -8 .
wpe —1i AirGapScript.sgl -U sa

Password:

3. Enter one of the following commands to run the script that prepares the Air Gap Client for
Linux patch content:

o Windows Authentication: osql -E -S .\databaseInstanceName -i
Dependencies.sql

o SQL Authentication: osgl -S .\databaseInstanceName -i Dependencies.sql
-U sa

For SQL Authentication, enter your sa password when prompted.

sUserssAdministratorsDesktopSHEAT AirGap Toolkit 8.3.8.12%Tools“5QL>osgql -5 .
wpc —1 Dependencies.sgl —U sa

[Passuword:

4. Close the command prompt.

The Endpoint Security Server is configured to be an Air Gap Client.

Continue to "Configuring the Air Gap Client" on page 24.
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Glossary

A

Air Gap

A highly secure computing environment where a network of computers is
isolated from other networks, and most often, from the Internet. This practice
significantly reduces the attack surface of endpoints within the air gap, and is
used most often in industries that handle sensitive information, such as the
defense industry.

Air Gap Client

An Endpoint Security Server in an air gap environment that secures the
endpoint in your air gapped network. The Air Gap Client is not connected to the
Internet. Since the Client has no Internet connection, it relies on the Air Gap
Provider to move system updates and content over the air gap.

Air Gap Hotfix

A utility that moves Endpoint Security binaries and modules on to an Air Gap
client. This utility copies all the files necessary to complete an air gap install or
upgrade, and then the user opens Installation Manager to complete the module
installation.

Air Gap License Tool

A utility used to import a license for an Endpoint Security Server operating in an
air gap network.

Air Gap Provider

An Endpoint Security Server that's connected to the Internet in an air gap
environment. This server downloads Endpoint Security system components and
content from the Internet. These components and content is then moved across
the air gap to the Air Gap Client, which then uses this content to secure your air
gap endpoints.

ivanti
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Air Gap Toolkit
A bundle of software that includes tools, utilities, and scripts needed to
configure and maintain an Endpoint Security Server that's disconnected from
the Internet.

AirGapScript.sql
A script that disables the replication process on an air gap Endpoint Security
Server (also known as an Air Gap Provider). The script prevents the Air Gap
Provider from trying to communicate and download content from the cloud.

C

caching
The process of downloading patch content binaries from the Global
Subscription Service. You can cache either Windows or Linux content.

Credentials Manager
A utility that connects to different Linux vendors and passes on the credentials
that you've purchased from the vendor. When you replicate with the Global
Subscription Service or cache Linux content, Endpoint Security passes your
credentials to the vendors so that Endpoint Security download Linux patch
metadata and binaries.

D

Dependencies.sql
A script that installs Endpoint Security prerequisites on a server that doesn't
have Internet access.

G

Global Subscription Service
A cloud server that hosts Endpoint Security system data, patch content, and
antivirus content.
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ImportEndpointManifest.exe
A utility used to enable new versions of the Endpoint Security Agent included in
an air gap update. Use this tool after installing or upgrading an air gap Endpoint
Security Server (also known as an Air Gap Client).

Ivanti Content Wizard
A utility used to create your own patches for Endpoint Security. This tool lets
you add patches and additional files that check for prerequisites. In air gap
networks, Ivanti Content Wizard is used to bundles patches and then move
them into your air gap network.

R

Replication
The synchronization process between the Endpoint Security Server and the
Global Subscription Server. During this process, Endpoint Security downloads
the latest Endpoint Security system updates, patch content, and antivirus
content. Depending on how much content you are licensed for, initial replication
can take as long as an hour. Subsequent replications are much faster.
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